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EROSION AND SEDIMENT CONTROL

. THE WORK DESCRIBED ON THESE DRAWINGS ARE AN INTEGRAL PART OF THE STORM WATER POLLUTION

PREVENTION PLAN USED TO OBTAIN THE NPQES PERMIT FROM IEPA FOR THE CONSTRUCTION OF THIS
PROJECT.

. THE PURPOSE OF THE ERQSION AND SEDIMENT CONTROL MEASURES INCLUDED FOR THIS PRQJECT IS

TO LIMIT THE SEDIMENT POLLUTION IMPACT, OF ANY STORM WATER DISCHARGES THAT OQRIGINATE ON
THIS SITE OR OFF-SITE FLOWS THAT FLOW OVER THE DISTURBED AREAS, ON DOWNSTREAM AREAS.

. 1T IS THE RESPONSIBILITY OF THE CONTRACTOR TO ENSURE THAT SEDIMENT TRANSPORTED OFF THE

SITE IS REDUCED BY A COMBINATION OF MINIMIZATION OF EROSION AT THE SOURCE AND
INSTALLATION OF SPECIFIC MEASURES TO CONTROL OR REDUCE THE TRANSPORT OF SEDIMENT,
A COPY OF THE EROSION AND SEDIMENT CONTROL SCHEDULE BEING IMPLEMENTED BY THE
CONTRACTOR WILL BE ON THE CONSTRUCTION SITE AT ALL TIMES.

. TO THE MAXIMUM EXTENT POSSIBLE, ALL FLOWS ORIGINATING OFF THE CONSTRUCTION SITE WILL BE

DIVERTED AROUND DISTURBED AREAS OR WiILL BE CONVEYED THROUGH THE SITE IN A MANNER THAT
UNTREATED ON-SITE RUNOFF DOES NOT MIX WITH THE OFF-SITE RUNOFF.

. ALL RUNOFF ORIGINATING ON DISTURBED AREAS ASSOCIATED WITH THIS PROJECT WILL PASS THROUGH

ONE OR MORE MEASURES THAT WILL MINIMIZE THE OFF-SITE SEDIMENT IMPACTS Of THE
CONSTRUCTION ACTIVITY,

. A MAXIMUM OF 10 ACRES MAY BE IN SOME STAGE OF GRADING/DISTURBANCE AT A SINGLE TIME.

ADDITIONAL AREAS (UP TO 10 ACRES) MAY BE CLEARED BUT WILL NOT BE STRIPPED OF VEGETATION
UNTIL THE GRADED/DISTURBED AREAS HAVE BEEN PROTECTED FROM EROSION THROUGH INSTALLATION
OF EJTHER TEMPORARY OR PERMANENT MEASURES (PERMANENT MEASURES BY OTHERS). WHENEVER
POSSIBLE, THE GRADING WILL BE COMPLETED TO THE DESIGN GRADE AND THE PERMANENT VEGETATION
PLAN (BY OTHERS) IMPLEMENTED PRIOR TO STARTING GRADING ACTIVITIES ON THE NEXT SITE.

. DISTURBED AREAS ARE TO BE PROTECTED FROM ERQSION IN A TIMELY MANNER., UPON COMPLETION

OF GRADING OR CONSTRUCTION, THE AREA WILL BE STABILIZED (USING PERMANENT MEASURES

WHEN POSSIBLE - PERMANENT MEASURES BY OTHERS, CONTRACT 76F39), TEMPORARY STABILIZATION
THROUGH LISE Of GROUND COVER, MULCHING, TEMPORARY SEEQING, OR OTHER APPROVED MEASURES WILL
BE INSTALLED WHENEVER SITE DEVELOPMENT WORK, GRADING OR OTHER EARTH DISTURBING ACTIVITIES
CEASE TO BE CONTINUOUS FOR A PERIOD EXCEEDING 14 CALENDAR DAYS. THE 7/14 DAY REQUIREMENT
1S TAKEN TO MEAN THAT THE STABILIZATION OPERATION IS COMPLETE OR NEARING COMPLETION IN
THE DEFINED TIME,

THE CONTRACTOR SHALL DESIGNATE ONE OF HIS EMPLOYEES AS RESPONSIBLE FOR IMPLEMENTATION
OF THE EROSION AND SEDIMENT CONTROL PLAN ON ALL DISTURBED AREAS. THIS PERSON IS TO BE
KNOWLEDGEABLE ABOUT INSTALLATION AND MAINTENANCE OF THE REQUIRED MEASURES. THIS
EMPLOYEE IS TO HAVE THE AUTHORITY TO CARRY QUT THE IMPLEMENTATION OF ANY INSTRUCTIONS
CONCERNING THE EROSION AND SEDIMENT CONTROL PLAN GIVEN BY THE ENGINEER. ALL MEASURES
WILL BE INSPECTED BY THIS INDIVIDUAL AND THE ENGINEER ON A REGULAR BASIS (AT LEAST ONCE
EVERY 7 DAYS) AND AFTER RAINFALL EVENTS GREATER THAN 1/2 INCH.

. INLET FILTERS ARE REQUIRED FOR THE STRUCTURES SHOWN ON THE PLANS. STRUCTURE OPENINGS

VARY SUCH THAT FIELD MEASUREMENT AND/OR CONTRACTOR DESIGN WILL BE REQUIRED. COST OF
DESIGN, LABCR AND MATERIALS WILL NOT BE PAID FOR SEPARATELY, BUT WILL BE INCLUDED IN
THE CONTRACT UNIT PRICE PER EACH FOR “INLET FILTERS”,
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ALL AREAS DISTURBED BY THE CONTRACTOR QUTSIDE THE PROPOSED CONSTRUCTION LIMITS SHALL
BE SEEDED AT THE CONTRACTOR'S EXPENSE.

THE RESIDENT ENGINEER SHALL HAVE FINAL DETERMINATION OF THE PLACEMENT AND LOCATION
OF THE PERIMETER EROSION BARRIER.

SEE EROSION AND SEDIMENT CONTROL PLANS FOR PLACEMENT OF ALL EROSION AND SEDIMENT
CONTROL PAY ITEMS.

. AT THE DIRECTION OF THE ENGINEER, ANY SUITABLE EXISTING EROSION CONTROL DEVICES (SUCH

AS PERIMETER EROSION BARRIER) THAT IS LEFT IN PLACE FROM A PREVIOUS (OR CONCURRENT}
CONTRACT MAY BE UTILIZED IN LIEU OF THE EROSION CONTROL DEVICES AS SHOWN IN

THE CONTRACT PLANS. IN THIS INSTANCE, THE QUANTITY FOR THE UNUSED EROSION CONTROL
DEVICES SHALL BE DELETED FROM THE CONTRACT,

COMMITMENTS

ANY WATER WELLS FOUND DURING CONSTRUCTION WILL BE SEALED ACCORDING TO IEPA TO PREVENT

GROUNDWATER POLLUTION FROM CONSTRUCTION AND FROM FUTURE ROADWAY MAINTENANCE.

IF ASH TREES ARE REMOVED ON THE PROJECT, THE CONTRACTOR SHALL BECOME FAMILIAR WITH
AND COMPLY WITH MEASURES SPECIFIED BY THE ILLINOIS DEPARTMENT OF AGRICULTURE (IDOA)

TO PREVENT THE SPREAD OF THE EMERALD ASH BORER,
REMOVAL CAN BE FQUND ON THE IDOA WEBSITE AT:

THE IDOA INFORMATION FOR ASH TREE
www.AGR.STATE.IL.US/EAB.
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